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Swimming Pools 
& Hot Tubs 

 
 

Permit Requirements 
• Completed Permit Application 
• Plat of survey with the location of the pool and the pool dimensions 
• Mark the location of all existing overhead and underground electric 
• Type of pool (in-ground or above ground) and installation procedures 
• Detail of electric plans 
• In-ground pools require detail of plumbing plans 

§ 155.052 SWIMMING POOLS.  

Private swimming pools are permitted in any residential zone; provided, that a swimming pool, or 
part thereof, including but not limited to aprons, walks and equipment rooms may protrude into 
any required yard; provided, that in no case shall the pool, or part thereof, approach any closer 
than 10 feet from an existing property line, and provided further that swimming pools shall not be 
permitted in any front yard, as defined in § 155.002.  

(1978 Code, § 5-3-13)  (Ord. 1969-O-1, passed 1-21-1969) 

 

SEDIMENTATION CONTROL 
 

1. When sedimentation control is required the 
inspection must be completed prior to any work 
commencing. 

2. All construction materials and/or spoils placed in 
the Village Street or R.O.W. (Right of Way) must 
be cleaned up daily.   

3. Contractor cannot block or place debris on the 
sidewalk.  

4. A deposit may be required for damage to side 
walk, curb, or parkway.   Example: Sedimentation control installation 
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Electrical Requirements For Above Ground Pool Installations 

 
• Call J.U.L.I.E. at:  811 for locations of utilities. 
 
• Install a weatherproof GFIC protected electrical outlet located not less than 10 feet (10’) and not more 

than 20 feet (20’) from pool. All receptacles on property shall be located not less than 10’ from pool. All 
receptacles within twenty feet of the pool must be GFCI protected.  For cord and plug connections, a single 
twist‐lock receptacle for the pool motor can be located no closer than five feet (5’) from the pool. The 
twist‐lock receptacle must be equipped with a weatherproof bubble cap. The plug for the motor is limited 
to a maximum of three (3’) feet in length and must be a twist‐lock plug. 

 
• Listed package units with factory installed remote panel board shall be connected with not more than six 

feet (6’) of liquid‐tight flexible conduit.   9NEC 2005 680.42 (A)(1) 
 
• Additional equipment grounding conductor No. 12 gauge wire minimum shall be brought from the pool 

motor and equipment panel board back to the main service distribution panel board. The use of conduit 
for the   return path to ground in not allowed. No additional ground rods are allowed to be installed. 

 
• PVC pipe may be used for underground installations with 90‐degree rigid pipe from underground to outlet 

receptacle and to entrance into building. PVC pipe must be buried a minimum 12” (12 inches) below 
finished grade. Rigid pipe need only be buried a minimum of 6” (6 inches) below grade. 

 

 
 




